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STEREO INTEGRATED AMPLIFIER

Note: * This manual is spplicable to both sitver and pear! shadow panel mogois

Remardgue: * Ce manuel 8'sppbaue aussi aux modéles avec pannaaux argen! el grs perle

Opmerking: * Dem gebrutksaanwijzing is van loepassing op modelien met zilver en paral-grijs panae!
Anmirkning: * Bruksanvisningen gatier bade lor modellen med silverpanal och modelian med parigra panel
Anmerkung: * Diese Betriabsanieitung gitl auch fur die Auslohrung sar und perischattenfarbig
Nota: * Este manualcubre ambos modelos, el de panel plateado y ¢l de panel color peria obscura.

[WARNING

To prevent fire or shock hazard, do not expose this appliance to
rain or moisture.
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Operator’s Manual

WARNING

POWER REQUIREMENTS

Power requirements for electrical equipment differ
from area to area.

Please ensure that your machine meets the power VN RISK OF ELECTRIC SHOCK
requirements in your area. DO NOT OPEN

If in doubt, consult a qualified electrician.
120V, 60 Hz for USA and Canada

220V, 50 Hz for Europe except UK CAUTION: TO REDUCE THE RISK OF ELEC-
240V, 50 Hz for UK and Australia TRIC SHOCK, DO NOT REMOVE
110V/220V/240V, 50/60 Hz internally switchable COVER (OR BACK).
for other countries. NO USER-SERVICEABLE PARTS INSIDE.

REFER SERVICING TO QUALIFIED SERVICE
VOLTAGE CONVERSION PERSONNEL.

Do not attempt this conversion yourself.
Models for Canada, USA, Europe, UK and Australia The lightning flash with arrowhead symbol super-

are not equipped with this facility. ) - imposed across a graphical representation of a per-
Each machine is preset at the factory according to 4 son, within an equilateral triangle, is intended to
destination, but some machines can be set to 110V, alert the user of the presence of uninsulated ''dan-

. ;
. L, gerous voltage” within the product’s encloure ;

220V or 240V as required. If your machine’s voltage that may be of sufficient magnitude to constitute

can be converted, refer the following voltage conver- a risk of electric shock to persons,

sion to a qualified Service Repair Shop or profes-

i i nnel. ; . .

:'03?:;:;::{;‘::?:30@[ cord * The exclamation point within an equilateral trian-

gle is intended to alert the user of the presence of

2. Loosen the holding screws and remove the top e iMportant operating and maintenance ( servicing )
panel. instructions in the literature accompanying the ap-
3. Remove the Line Volitage Fuse and insert the re- pliance,

quired Line Voltage Fuse onto the proper Fuse
Holder, explicitly following the printed instruc-
tions. PRECAUTIONS

1. Use only household AC power sources.
MNever use DC power sources.
2. Touching the plug with wet hands risks dangerous elec-
_ tric shocks.
oy l: 315A F1 Always pull out by the plug and never the cord.
! 3. Make sure the power consumption to each audio com-
ponent does not exceed wattage specified.
Only connect other audio components.
hnr:- 220V l: TEA Ea 4. Only let a qualified professional repair or reassemble
: the equipment. An unauthorized person may touch the
internal parts and receive a serious electric shock.
5. Never allow a child to put anything, especially metal

s 1 into this equipment. A serious shock or malfunction

6. If water is spilled on this equipment, disconnect and
call your dealer.
7. Make sure the equipment is well ventilated and away
from direct sunlight.
8. Keep away from heat (stoves, etc.) to avoid damage to
the external surface and internal circuits.
9. Avoid spray-type insecticides which will damage the
equipment and may ignite suddenly.
10. To avoid damaging the finish never use alcohol, paint
thinner or other similar chemicals.
11. Always place the equipment on a flat and solid surface.
12. Please read this manual in its entirety and keep it
handy for further reference.




FOR CUSTOMERS IN THE UK
IMPORTANT FOR YOUR SAFETY
The flex supplied with your mad\ine will hlva elthér two wires or

three as shown in the ulmmm ]
THREE CORE FLEX Green/Yellow
WARNING (Earth)

THIS APPARATUS MUST BE EARTHEB.
IMPORTANT L
The wires in this mains lead are coloured in
accordance with the following code:

Green-and-yellow: Earth

Biue: Neutral,

Brown: Live
As the colours of the wires in the mains lead
of this apparatus may not correspond with
the coloured markings identifying the termi-
nals in your plug, proceed as follows:
The wire which 1s coloured green-and yellow
must be connected to the terminal in the
plug which is marked bLtIu letrer E or by
the safety earth symbol == or coloured green
or coloured green-and-yellow.
The wire which is coloured blue must be
connected to the terminal which is marked

Blue

with the lerter N or coloured black. Neutral) (Live)
The wire which i coloured brown must be

connected to the terminal which is marked

with the lerter L or coloured red.

TWO CORE FLEX PLUG

IMPORTANT
The wires in this mains lead are coloured in
accordance with the following code:

Blue: Neutral,

Brown: Live
As the colours of the wires in the mains lead
of this apparatus may not correspond with
the coloured markings identifying the termi-
nals in your plug, proceed as foliows:
The wire which is coloured blue must be
connacted to the terminal which is marked
with the fetter N or coloured black.
The wire which is coloured brown must be
connected to the rerminal which is marked 4
with the letter L or coloured red, Brow
* Do notconnect any wire to the larger pin (Live)
marked E or == when wiring a piug. st
Ensure that all terminals are securely tight- L gl
ened and that no loose strands of wire exist. D

Blue
{Neutral)

FOR CUSTOMERS IN AUSTRALIA

if your machine comes with a three core power cord, FOR YOUR SAFETY:

1. Insert this plug only into an effectively earthed three-pin plug socket
outlet.

2. M any doubt exists regarding the earthing, consulta qualified electrician.
correctly wired,

3. Extension cords, if used, must be three-core

FOR CUSTOMERS IN THE U.S.A.
SAFETY INSTRUCTIONS

|
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13.

14,
15.

16,
17
18.

19.

Read Instructions — All the safety and operating instructions should be read bafore
the equipment is operated.

Retain instructions — The safety and operating instructions should be retained for
future reference.

Heed Warnings — All warnings on the equipment and in the operating instructions
should be adherad to.

Follov' Instructions — All instructions for operating and use should be followed.
Water and Moisture — The t should not be used near water — for example,
near a bathtub, washbowil, kitchen sink, laundry tub, in a8 wet basement, or near a
swimming pool, etc.

Carts and Stands — The equipment should be used only with & cart or stand that is
recommended by Akai.

Wall or Cailing Mounting — Akai does not recommend mounting the equipment on
a wall or a ceiling,

Ventilation The equipment should be situated so that its location or position
does not mtarftre with its p ion. For e ple, the equipment should
not be situated on a bed, sofa fug or similar surface that may block the ventilation
openings; or, placed in a built-in installation, such as a bookcase or cabinet that
may impede the flow of air through the ventilation openings.

Heat — The equipment should be situated away from heat sources such as radia-
tors, heat registers, stoves, or other equipments (including amplifiers) that produce
heat.

Power Sources — The equipment should be connected to a power supply only of
the type described in the operating instructions or as marked on the equipment.

. Grounding or Polarization - The precautions shouid bc taken so that the grounding

or polarization means of an equi is not def

Power-Cord Protection — PoMMupply cords should be routed so that they are not

likely to be walked on or pinched by items placed upon ar against them, paying

particular attention to cords at plugs, convenience receptacies, and the point whera

they exit from the equipment.

Clesning — The equipment should be cleaned only as recommended. by the manu-

facturer.

Power Lines — An outdoor antenna should be located away from power lines.

Outdoor Antenna Grounding — If an outside antenna is connected to the receiver,

be sure the antenna system is grounded sa.as to provide some protection against

voltage surges and built up static charges. Section 810 of the National Electricai

Code, ANSI/NFPA No. 70-1981, provides information with respect to proper

grounding of the mast and supporting structure, grounding of the lead-in wire to an

antenna discharge unit, size of grounding conductors, location of antenna-discharge

unit, connaction to grounding electrodes, and requirements for the grounding

electrode. See Figure 1.

Nonuse Periods — The power cord of the equipment should be unplugged from the

outlet when left unused for a long period of time.

Object and Liquid Entry — Care should be taken so that objects do not fall and

liquids are not spilled into the enclosure through openings.

Damage Requiring Service — The equipment should be serviced by qualified service

personnel when:

A. The power-supply cord or the plug has been damaged ; or

B. Objects have fallen, or liquid has been spilled into the equipment; or

C. The equipment has been exposed to rain; or

D. The equipment does not appear to operate normally or exhibits a marked
change in performance; or

E. The equipment has been dropped, or the enclosure damaged.

Slr\ncing — The user should not attempt to sarvice the equipment beyond that de-

scribed in the operating instructions. All other servicing should be referred to quali-

fied service personnel.

Fig. 1

EXAMPLE OF ANTENNA GROUNDING AS
PER NATIONAL ELECTRICAL CODE INSTRUCTIONS

GROUND
CLAMP

MAST

ANTENNA
LEADIN WIRED

' TO RECEIVER
ANTENNA

GROUND
WIRER.D

DISCHARGE
UMNITE
GROUND
WIRES.D
GROUND
CLAMPS

1+ GROUNDING ELECTRODE
1t DRIVEN B" INTO THE
Y4 EARTH (2.44 METERS)

Use No. 10 AWG (5.3 mm’ ) copper, No. B AWG (8.4 mm’ ) aluminum, No. 17 AWG
(1.0 mm’ | copper-clad steel or bronze wire, or larger, as ground wire.

. Secure antenna lead-in and ground wires to house with stand-off insulators spaced

from 4 feet (1.22 m) to 6 feet (1.83 m| apart.
Mount antenna discharge unit as close as possible to where lead-in enters house,



CONTROLS
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. POWER Switch

Depress to turn on the power and depress again to turn off the power.
Depress only the upper part of the switch (near the word POWER).
Headphone Jack (PHONES)

Accommodates 8 ohm low impedance type stereo headphones for moni-

toring or private headphone listening.

Tone Controls

* Set to DEFEAT for . flat frequency response with no tone control
effect.

BASS: For low range frequency response control. Can be adjusted

from —8dB to +BdB.

TREBLE: For high range frequency response control. Can be adjusted

from —8dB to +8dB.

SPEAKERS Switches

A: Depress the switch to listen through speakers connected to the rear
panel A SPEAKER terminals.

B: Depress the switch to listen through speakers connected to the rear
panel B SPEAKER terminals.

Depress both switches to listen through two sets of speakers connected

to both A and B SPEAKER terminals.

* A and B SPEAKER terminals accommodate speakers of 4 to 16 ohm
impedance, but if both A and B SPEAKER terminals are used simul-
taneously, speakers of 8 to 16 ohm impedance must be used.

Input Selector Switches with Indicators

*  When a switch is turned on, its indicator will light.

TAPE-1: Turn on the switch for input from a tape deck con-
nected to the rear panel TAPE 1 jacks.
TAPE-2: Turn on the switch for input from a tape deck con-

nected to the rear panel TAPE 2 jacks.

Set the tape deck connected to the TAPE 1 jacks to
playback mode and set the tape deck connected to
the TAPE 2 jacks to recording mode for tape dubbing.
Turn on only the TAPE-1 switch.

Turn on the switch for input from a tape deck or a
crystal or ceramic type cartridge turntable or other
external source connected to the rear panel AUX jacks.
Turn on the switch for input from a tuner connected
to the rear panel TUNER jacks.

Turn on the switch for input from a magnetic type
cartridge turntable connected to the rear panel
PHONO jacks.

SPEAKERS A and B Indicators

Will light depending on which SPEAKERS switch is depressed.

FLD POWER Indicator (LEFT/RIGHT)

Indicates the output level for both left and right channels.

1— 2 DUBBING:

AUX:

TUNER:
PHONO:

10.

1.
12.

13

14,

15.

16.

17.
18,

Stereo BALANCE Control

For left and right speaker balance. Turning clockwise reduces the volume

of the left channel and turning counterclockwise reduces the volume of

the right channel. Output of left and right channels is equal when set to

the center click position.

SUBSONIC Switch

Turn ON (=) the switch to eliminate low frequency disturbances such

as turntable rumble, etc.

LOUDNESS Switch

When listening at a low volume level, the range audible by the human ear

is limited. The loudness circuit supplements this range by boosting the

bass and treble response. Turn ON (=) the switch for balanced sound

at low volume,

VOLUME Control

For volume adjustment. Turn clockwise to increase volume.

PHONO Jacks

Connect to the outputs of magnetic type cartridge turntable.

* Use AUX jacks for connection of crystal or ceramic type cartridge

turntable.

Ground Terminal (1))

Connect to the Ground terminal of turntables, tape decks, etc.

* When connecting a turntable connect the ground wire to the Ground

terminal.

TAPE 1 REC/PLAY Jacks

For connection to a tape deck or recorder for recarding/playback,

REC: Connects to the inputs of tape deck for recording.

PLAY: Connects to the outputs of tape deck for playback.

A and B SPEAKER System Terminals

Be sure to match plus and minus and left and right. If plus and minus

terminals are reversed, poor and unnatural sound will result.

AC OUTLETS (Some models are not equipped with this facility.)

UNSWITCHED Outlet: Not interconnected with the front panel
POWER switch. Power is supplied even when
the AM-U310 is turned off. 300W MAX.

SWITCHED Qutlets: Inter-connected with the front panel POWER
switch. Power is cut when the AM-U310 is
turned off. TOTAL 100W MAX.

TUNER Jacks

Connect to the outputs of tuner.

AUX Jacks

For connection of relatively high output components such as a crystal
or ceramic type cartridge turntable or a tape deck or recorder.

TAPE 2 REC/PLAY Jacks

Power Cord



CONNECTIONS

ATTENTION

Turn off all the components before connecting.

A and B SPEAKER terminals accommodate speakers of 4
to 16 ohm impedance, but if both but if both A and B
SPEAKER terminals are used simultaneously, speakers of
8 to 16 ochm impedance must be used.

Connect so that the live part of the speaker wire cannot

-

be touched.

Tape Dack

Connect to Ground
terminals of turn-
tabies, tape decks,
etc.
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Tape Deck or

Crystal or
Ceramic Type

Cartridge

Magnetic
Type
Cartridge
Turntable

Turntable

HOW TO CONNECT SPEAKERS

OPEN

Speaker wire

LOCK

\

-

B N

Strip over 1 cm length of vinyl covering from the
end of the speaker wire.

Open the terminal and insert the wire into the
terminal.

Turn the terminal clockwise to lock.

. Pull the wire to make sure that the wire is secure,

Be sure to match the plus and minus and left and
right. If the plus and minus terminals are reversed,
poor and unnatural sound will result.



OPERATIONS

AUX Source playback

PLAYBACK On: Tape Playback |
Off: AUX, TUNER
On: Speakers or PHONO
On Both off: Headphones Playback Radio reception
|- Record playback
AKAIL % i+t | | d I
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BEFORE OPERATION:

Set the SPEAKERS switches.

Lower the VOLUME control.

Set the Tone controls and SUBSONIC and LOUDNESS
switches to DEFEAT and OFF ( ML ) respectively.

Turn off (the indicator is off) the TAPE-1 and -2 switches
to monitor source signals.

DEPRESS THE POWER SWITCH TO TURN ON
THE POWER.

°
1.
2.
3.

4,

CAUTION:

RECORD PLAYBACK
Depress the PHONO switch.

Set the turntable to playback mode.

Adjust the VOLUME, BALANCE, BASS and TREBLE con-
trols.

Depress the SUBSONIC and LOUDNESS switches as de-
sired.

Do not connect a crystal or ceramic type car-
tridge turntable to the PHONO jacks. When using
this type of turntable, employ the AUX jacks
and depress the AUX switch.

When a pick-up ground line is available, connect to the
Ground (777} terminal.

Avoid placing the turntable too close to the speaker sys-
tem. If placed too close, transmission of vibration from the
speakers will cause howling.

Confirm that the connections are complete and that the
thickness of wire is sufficient. Incorrect or incomplete wir-
ing is, in some cases, the cause of hum.

TROUBLE SHOOTING
HUM OR BUZZ WHEN PLAYING RECORDS

Check to see if the connections are correct and are not
loose.
Check for correct grounding.

* Shielded wire is away from fluorescent lamps.

POOR TONALITY OR NOISY SOUND

Worn out stylus or record must be replaced.
Check to see if the stylus or record is clean.
Pressure of stylus must be properly set.
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Set as desired

RADIO RECEPTION

. Depress the TUNER switch,
. Set the tuner to receive FM or AM broadcast,
. Adjust the VOLUME, BALANCE, BASS and TREBLE

controls.

. Depress the SUBSONIC and LOUDNESS switches as de-

sired.

TAPE PLAYBACK

. Depress the TAPE-1 or -2 switch depending on the tape

deck to be played back.

. Set the tape deck to playback mode.
. Adjust the VOLUME, BALANCE, BASS and TREBLE con-

trols.

. Depress the SUBSONIC and LOUDNESS switches as de-

sired.

The AUX jacks can also be used for playback. In such a
case, depress the AUX switch. Confirm that both the
TAPE-1 and -2 switches are turned off.



OPERATIONS

RECORDING On: Speakers
Both off: Headphones

On: Tape
Off: Source [~ Recording from source
I Recording radio program

r— Recording record

i
f
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BEFORE OPERATION:

® Set the SPEAKERS switches.
® Turn off (the indicator is off) the TAPE-1 and -2 switches
to monitor source signals.

DEPRESS THE POWER SWITCH TO TURN ON

THE POWER.

® RECORDING FROM SOURCE

1. Depress the AUX, TUNER or PHONO switch according to
the source.

2. Put the tape deck into recording standby mode.

3. Playback the source equipment and adjust the tape deck’s
recording level.

4. Set the source equipment ready to playback from the
beginning.

5. Playback the source equipment and put the tape deck into
recording mode.

* The VOLUME, BALANCE, BASS and TREBLE controls
can be adjusted and the SUBSONIC and LOUDNESS
switches can be set during recording but they will have no
effect on the recording signals.

I—Set as desired
(no effect on recording signals)

MONITORING (Comparison of the source signals to

the just recorded signals)

Possible only with a 3 headed tape deck.

1. Set the Tape Monitor switch of the tape deck to the Tape
position.

2. Turn on the TAPE-1 or -2 switch, according to the tape
deck being used, to monitor the just recorded signals.

3. Turn off both the TAPE-1 and -2 switch to monitor the
source signals.









