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SAFETY INSTRUCTIONS

SAFETY CHECK AFTER SERVICING

Confirm the specified insulation resistance between power cord plug prongs and externally exposed parts of the set is
greater than 10 Mohms, but for equipment with external antenna terminals (tuner, receiver, etc.) and is intended for
or [A], specified insulation resistance should be more than 2.2 Mohms (ground terminals, microphone jacks,
headphone jacks. line-in-out jacks etc.)

PRECAUTIONS DURING SERVICING

1. Parts identified by the A symbol parts are critical for safety.
Replace only with parts number specified.
2. In addition to safety, other parts and assemblies are specified for conformance with such regulations as those
applying to spurious radiation. These must also be replaced only with specified replacements.
Examples: RF converters, tuner units, antenna selector switches, RF cables, noise blocking capacitors, noise
blocking filters, etc.
3. Use specified internal wiring, Note especially:
1) Wires covered with PVC tubing
2) Double insulated wires
3) High voltage leads
4. Use specified insulating materials for hazardous live parts. Note especially:
1) Insulation Tape
2) PVC tubing
3) Spacers (Insulating Barriers)
4) Insulation sheets for transistors
5. When replacing AC primary side components (transformers, power cords, noise blocking capacitors, etc.), wrap
ends of wires securely about the terminals before soldering.
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Qbserve that wires do not contact heat producing parts (heatsinks, oxide metal film resistors, fusible resistors, etc.).
Check that replaced wires do not contact sharp edged or pointed parts.

Also check areas surrounding repaired locations.

Use care that foreign objects (screws, solder droplets, etc.) do not remain inside the set.
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I. SPECIFICATIONS

TRACK SYSTEM 4 Track 2 Channel Stereo System
REEL CAPACITY Up to 7" reel
HEADS GX head for Recording x 2

GX head for Playback x 2
Erase head x 2

MOTORS FG Servo DC motor for capstan drive x 1
DC motor for reel drive x 2
TAPE SPEED 19 em/s + 0.8% (7-1/2 ips.)
: 9.5 em/s + 1.0% (3-3/4 ips.)
WOW & FLUTTER Less than 0.03% WRMS, 0.07% DIN 45500 at 19 cm/s
Less than 0.04% WRMS, 0.10% DIN 45500 at 9.5 cm/s
TAPE WINDING TIME 80 sec. using 360 m (1200 ft.) tape

FREQUENCY RESPONSE (Using a EE Tape) 25 to 33,000 Hz + 3 dB (20 VU) at 19 cm/s
25 t0 26,000 Hz + 3 dB (0 VU) at 19 cm/s
25 to 25,000 Hz * 3 dB (-20 VU) at 9.5 cm/s
25 to 15,000 Hz + 3 dB (0 VU) at 9.5 cm/s

SIGNAL TO NOISE RATIO Better than 63 dB at 19 cm/s DIN 45500

HARMONIC DISTORTION Less than 0.5% at 19 cm/s

INPUT Required microphone impedance: 600 ohms
Line: 70 mV (input impedance 47 kohms)

OUTPUT Line: 0.775V at 0 VU

Required load impedance: more than 20 kohms
Phone: 1.3 mV/8 ohms at 0 VU

DIN Input: 2.0 mV (input impedance 10 kohms)
Output: 0.3V
Required load impedance: more than 20 kohms
DIMENSIONS 440(W) x 244(H) x 227(D) mm
(173 x 9.6 x 89")
WEIGHT 17.0 kg (37.5 1bs)
POWER REQUIREMENTS 100V, 50/60 Hz for Japan

120V, 60 Hz for USA and Canada

220V, 50 Hz for Europe except UK

240V, 50 Hz for UK and Australia

110/120/220/240V, 50/60 Hz switchable for the other countries

POWER CONSUMPTION JPN 30W  U/T, CSA, AAL 50W

* For imp purposes, il ions and design are subject to change without notice.




Il. DISMANTLING OF UNIT

In case of trouble, etc. necessitating dismantling, please dismantle in the order shown in the photographs. Reassemble
in reverse order.
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