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1. Specifications

Dimensions B5/167(H) x 19:11/16°1W) x 133/167(0]
(160 cm x 50.0 em x 335 e
Weight (e 235108 110.7 kgl
Amlifer Section
AU Power 50 watt porchannel, min. RIS 318 ohms
Both chamnas driven from 20 Hzto 20 kb with no more than

0.1 % totel harmaric distorton,
RS Pawsr 55 watts per channel 518 ohrns
Both channels driven at 1 kHz 65 watts por chanael 1 4 ohms
Total :
Damping Factor

01
503t 8 ohme
s .

Signalto Noise Ratio " Aux: 180 mV/G0 kO & 65 a8
(IHF Short Circuited A Network) Tape Mon: 180 mV/60 kE2 & 95 d
.

Recording Outpat Levl 180 mV (pind
30 mY/BD kD OINI
Frequency Resporse 15 Ha 10 40 Kbz + 0 a8
S.EA. Canter Frauency 202, 250 Hz, 1 Kbz, 5 kHe & 16 kiz
SEA Control Range. 124
Loudness Control Range 10 48 2150 Hz, 4 68 a1 10 k2
(Volume Cantrolat 40 48 posiion)
FM Tuner Sction
Usaba Sansiivity 108 681 (19 4V)
Total Harmonic Distorion at 1kHz and  © 0.2% (Monl at 100 H 1o 1 kHz

100 % Modulaton. 025 % Monel at & kHz
0% [Stere0) a1 100 Hz 10 1 kHz
5% I5teroo) at6 kHz

Sianal to Noisa Rati (1HF Weightee) MONO 78 dB, STEREO 65 dB
5043 Quieting Sensitity MONO 16.1 dBf (3.5 2V}, STEREO 37.3 dB1 (40 1Y)
Selectiity 80,48 IHF Alternated
Capture Aatio 1248
Image Rejection 6045
IF Refection 8548
Stereo Separation 5B et kHz
48 o150 Hz 0 10 kb2
Muting Threshold 192081 (5 1)
AM Tuner Section
Usable Sensitity 304V, 300 aVim
Imege Rejection B
Selectuty 0@
IF Rejection S0
Signal 1o Noise Ratio s

Power Supply Section
Power Source AC 120V, 50/50 Hz
Power Consumption a3
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2. Removal of Top Cover and Bottom Plate

Procedure and Part Numbers
T Remowe @ thecover 21 from the back of the

Bemou the t0p cover
Remo 4 v (16 No. 7 rom bottom pite flm N 6) s remove e bostom e o the chas's

2
3

RS20 MARK 11
o 2207



3. Main Parts Location and Part Numbers

Top View
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4. Exploded View and Part Numbers

4-(1) Front Panel
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4-(2)

Rear Panel
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OHs3876.162 821 Antenna Cord Stapper
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o

. Dial Stringing Procedure

Fas

Removing heat sink and power supply P.C. Board assy
" LX)

Rerows pluge snd scrws sccording o stcps blov:
2810 31

3. 5 srens (lem o6 thraugh No. 101

o
Stop 31 1 s (hem Ko, 11)
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Removs hst sink and power supsly P.C. Boord s, a0 Figs. 10 & 11
Femove gial poinar and old dial cord

Tie and of new dia cord o one e of dial soing connect oiher end of ialspring of botiom right eye inide
il rom, s Fi 9

Rotate the uning capsctor il drum to s maximum clockui,

Bl the disl Cord trah he 01 i the i of the cil drum,

Pull il cord tautand wiap 2 s countercockuessround uming st At to 9.,

‘Guide the sl cord under and arcund oller “A”, sxound rollrs "B an “C". Ketp o il cod tautduring tis

o Fig. .

Tutn tne tuning shaft 10 otats the dilcrum

e rear of thedial pointe (12 i) and plce th pointer on the

o of tho disl
Tarn the tuning shaft locwise, Side the dial pointer to 2510 (0) clibration marker o 1 lagging scale while
olding tuning shaft fully clockwis. Comn the dial pointer o dial cord o prevent slippage. Allow cement o dry.
horoushy.

Reinstll the heat sink ard pover supply P.C. Board sss'y. Reconnect sl plus (removed previousy) to ther
ospective sockets

Check il catoration. Refer o FA/AM slgnment,

Replac top cour.
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6. FM/AM Tuner Alignment Procedures
Alignment focations for FM/AM Tuner sections
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6-(1) FM Section

Discriminator, Center Meter and Distortion

1. Connset an A generstr, . o

Toneto 3 iy WheTe hrs 1 oRdEsEing
3 Ao thebottom eor of T103 5 tat o ante et inicstas 0" 5ol
5 5ot th conrtor 10 GBAHz.

6 St the i oincr o M.

; T

Tracking and Sensitivity
Precaution: o scjntren i i, The tcking an sty has b sjusad propsly srd compleely o e
e e

Low Frequency
7 Connse i R gane

a TV 3 il t e o Out ks o the e pane.
4 Settnadit et o MM
B 103,102 sne L101 i















































































