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FOREWORD

Congratulations! Judging by the stereo equipment
you now own, you are no amateur when it comes
to audio. Nevertheless, we urge you to study
these instructions carefully. Our step-by-step pro-
cedures will assure you of receiving maximum
enjoyment from the superb performance the
Model 2130 is capable of giving.

AFTER UNPACKING

The original packing material is specifically de-
signed to protect the unit, and replacement pack-
ing material from Marantz is expensive. There-
fore, it is advisable to retain all original packing
material to prevent damage should you wish to
transport or ship the Model 2130 in the future
(refer to page 18 for repacking and shipping
instructions). Be careful that you do not inadvert-
ently throw away or lose the parts packed with
the unit.

Please inspect your Stereophonic Tuner carefully
for any signs of shipping damage. Our very strict
guality control and professional pride ensure that
each left the factory in perfect condition. If the
unit is damaged or fails to operate, immediately
notify your dealer. If the unit was shipped to you
directly, notify the transportation company with-
out delay. Only you, the consignee, may institute
a claim against the carrier for shipping damage.
Save the carton and all packing material as evi-
dence of damage for their inspection. Should
assistance be required, the Marantz Company will
cooperate fully in assisting your claim. We strong-
ly advise that you retain your sales receipt to pro-
vide proof of purchase in the event that Warranty
service is sought.
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ABOUT THIS MANUAL

For convenience, this manual is divided into three
parts. The first part covers installation. The sec-
ond part covers operation. These two parts are
written in simple, non-technical terms. The third
part provides a more detailed description of the
technical features of the Model 2130, and will be
interesting to read after your system is set up and

playing.

To provide a means for readily distinguishing be-
tween references to the controls and connection
facilities of the Model 2130 and those of the
other system components, BOLDFACE type is
used for references to the Model 2130. Notice
that the spelling and abbreviations of all such
markings appear exactly as lettered on the front
and rear panels of the instrument.
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PURCHASER'S RECORD

 MODEL NO.

: (Located on Front of Unit)
- SERIAL NO.

(Located on Rear of Unit)
’ Cost Date

This information becomes your permanent
. record of a valuable purchase. It should be :
- filled in promptly then kept in a safe place
along with your purchase receipt to be re-
¢ ferred to as necessary for insurance purposes
© or when corresponding with Marantz.

IMPORTANT
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¢ WHEN SEEKING WARRANTY SERVICE,
« IT IS THE RESPONSIBILITY OF THE CON- :
i SUMER TO ESTABLISH PROOF AND
DATE OF PURCHASE. (YOUR PURCHASE |
RECEIPT OR INVOICE IS ADEQUATE :
: FOR SUCH PROOF.) :

DR N

WARNING:
TO PREVENT FIRE OR SHOCK HAZARD, DO NOT
EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE.
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PREPARATION FOR USE

In this section of the manual, you will find in-
formation about methods of attractively installing
your new Marantz tuner, and about how to hook
up the various wires and cables on the rear panel.
We will also offer advice on how to choose an
antenna system that will give your new tuner the
best possible reception.

MECHANICAL INSTALLATION

The Model 2130 Stereophonic Tuner can be in-
stalled in three basic ways: In a beautiful walnut
veneer cabinet for placement on a table or shelf,
in a standard equipment rack for professional
usage, or in your own cabinetry or custom in-
stallation.

MARANTZ WALNUT VENEER CABINET

An optional walnut veneer cabinet, Model WC-
136, may be obtained from your Marantz dealer.
The case provides for proper ventilation, and can
be placed on furniture, or on a bookshelf. Com-
plete instructions for installation are provided
with the WC-136.

CABINET
FRONT

RACK ADAPTOR

The optional Marantz RHA-1 Rack Adaptor
attaches to the front panel of the Model 2130
enabling the unit to be mounted in a standard 19-
inch equipment rack. The RHA-1 is gold anodized
for maximum durability and professional appear-
ance. It is supplied with side support brackets, all
necessary hardware, and complete installation
instructions.

CUSTOM INSTALLATION

If you wish to install the Model 2130 in a custom
cabinet, plan its location carefully. Pay close
attention to the following requirements:

1. The tuner is air cooled. Allow plenty of space
between the Model 2130, cabinet surfaces, and
other components for adequate ventilation.

2. Allow enough room behind the unit to extend
the AM ferrite-rod antenna and to run cables.

3. Because of its weight, the Model 2130 cannot
be supported by its front panel alone. The
chassis should be supported by an internal
shelf, a bracket, or similar means. |f a solid
shelf is used, provide one inch wood spacers at
each corner of the chassis to allow the unit to
have proper clearance from the shelf.

AM FERRITE-ROD
ANTENNA
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Figure 1. Custom Mounting
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Figure 1 is a side view of the Model 2130 in a
custom enclosure, showing the internal shelf and
bracing.

The opening in the cabinet front will be 16" wide
by 5-3/8" high. Since the front panel of the
Model 2130 is larger than the cutout, it will neat-
ly hide the edges of the cut. Remove the plastic
feet from the bottom of the unit, and slide it
through the opening.
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Figure 2. Rear Panel

SIGNAL CONNECTIONS

Figure 2 shows the location of the input and
output jacks on the rear panel. These jacks are for
“permanent” connections. Front panel switches
and their use will be discussed later.

OUTPUT JACKS

The signal output selected by the AM or FM
pushswitch on the front panel is fed to the left
and right OUTPUT jacks. Using the stereo shield-
ed audio cable supplied with the Model 2130,
connect the tuner OUTPUT to the “TUNER”
input jacks on your preamplifier or integrated
amplifier, as shown in Figure 3. If no “TUNER"

MODEL 2130
TUNER
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Figure 3. Connection Diagram
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