Model 5220
Stereo

Cassette Deck

Handbook of instructions




LLELE VINYOLITVO 'HLHOMSLVHD “ONI 3d0OJSH3dNS 30 AHVIAISENS AINMO-ATIOHM V
LLELE VINYOHITVO 'HLHOMSLVHO L133H1S 440HAYON SZS0Z ONI "0 ZINVHVW

}23( 3passe 4 R b g = % g = 28 b |
0313)g

0225 12POIN



FOREWORD

To obtain maximum performance and enjoyment
from the Model 5220 Stereo Cassette Deck,
please study these instructions carefully. Install-
ing and operating the Model 5220 is not compli-
cated, but the flexibility provided by its nume-
rous operating features merits your becoming
familiar with its controls and connections. Qur
recommended procedures will assure you of
securing the superb performance for which the
Model 5220 was designed.

For convenience, this manual is divided into three
parts. The first part covers installation. The
second part outlines a simplified operating pro-
cedure. The third part provides a more detailed
description of the features of the Model 5220,
and explains some of the finer points of recording
techniques. Technical specifications are also in-
cluded in this part.

For quick identification of the many controls,
connection facilities, and adjustments on the
Model 5220 all references to them in this manual
are printed in BOLDFACE type.

AC Line Operation

WARNING : 10 PREVENT FIRE OR SHOCK HAZARD, DO
NOT EXPOSE THIS APPLIANCE T0 RAIN OR MOISTURE.

AFTER UNPACKING

It is advisable to retain all original packing
material to prevent damage should you wish to
transport or ship the Model 5220 (refer to page
16 for repacking and shipping instructions). Be
careful that you do not inadvertently throw away
or lose the parts packed with the unit.

Please inspect your Model 5220 Stereo Cassette
Deck carefully for any signs of shipping damage.
Qur very strict quality control and professional
pride ensure that each Model 5220 left the
factory in perfect condition. If the unit is
damaged or fails to operate, immediately notify
your dealer. If the unit was shipped to you
directly, notify the transportation company with-
out delay. Only you, the consignee, may institute
a claim against the carrier for shipping damage.
Save the carton and all packing material as
evidence of damage for their inspection. Should
assistance be required, the Marantz Company will
cooperate fully in assisting your claim,

Please fill out and mail the Warranty Registration
Card within ten days of purchase. The card will
remain on file at the Marantz Company for the
duration of the warranty period. We also strongly
advise that you retain your sales receipt to
provide proof of purchase in the event that
Warranty service is sought.



Figure 1 shows the location of the main controls
and switches on the Model 5220. Listed by each
feature is the number of the page where a
description about the feature appears.

Model 5220 Stereo Cassette Deck -

How to connect, page 5.

How to use with a Dolby System, page 12.
How to install in a cabinet, page 3.

Cassette Compartment
How to make really excellent recordings, page 9.
Cleaning the heads, page 10.
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Tape Counter with Memory
See page 8.

Tape Transport Controls -
Simplified Operating Procedure, pageﬁ

Input Level Controls

Microphone Jacks —

Dolby FM Switch - ———
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Before proceeding with connecting your new tape
deck, take a few moments to acquaint yourself
with some of the features and terminology you
will encounter in this book.

Peak Indicator
How to set proper recording levels, page 8.

Large VU Meters
See page 8.

Power Switch
AC power connection, page 5.
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Headphone Jack
See page B.

Limiter
See page 8.

Bias/Equalization Selector
See page 9.
The type and brand of tape you use, page 9.

= Dolby NR Switch

Figure 1. Main Controls and Switches



PREPARATION FOR USE

MECHANICAL INSTALLATION

The Model 5220 Sterec Cassette Deck can be
installed in two basic ways: In a beautiful walnut
veneer cabinet for placement on a table or shelf,
or mounted in your own cabinetry or custom
installation.

MARANTZ WALNUT CABINET

An attractive walnut veneer cabinet, Model
WC-15T, may be obtained from your Marantz
dealer. The case provides for proper ventilation,
and can be placed on furniture, or on a bookshelf,
Complete instructions for installation are pro-
vided with the WC-15T.

CUSTOM INSTALLATION

When planning a custom installation, allow ade-
quate spacing between the Model 5220, cabinet
surfaces, and other componets for adequate venti-
lation.

To install the Model 5220 Stereo Cassette Deck in
a custom cabinet, cut an opening 16-7/8 inches
wide by 5-1/8 inches high. Since the front panel
of the Model 5220 is larger than the cutout, it
will neatly hide the edges of the cut. Remove the
plastic feet from the bottom of the unit and slide
it through the opening. To support the weight of
the Model 5220, adequate bracing across the rear
of the cabinet must be located to provide contact
with the rear of the unit.
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Figure 2. Rear Panel Connection Diagram



CONNECTING
THE MODEL 5220

REAR PANEL SIGNAL CONNECTIONS

Figure 2 shows the location of the input and
output jacks on the rear panel. These jacks are for
“permanent’’ connections. Front panel jacks and
their use will be discussed later.

All connections to the rear panel should be made
with the power to the entire system turned off.
The rear panel signal connections should be made
with shielded audio cables. To avoid confusion,
connect one cable at a time between the 5220
and the other components of your system. This is
the safest way to avoid cross-connecting channels
or confusing signal source outputs with inputs.
When connecting audio cables insert the con-
nectors completely into the jacks. Loose con-
nections may cause hum and noise,

LINE INPUTS

These jacks will accept signals from any line level
source. They are also the inputs for the DOLBY
FM circuitry in the Model 5220. Therefore, these
jacks should be connected to the set of tape
output jacks on your receiver, which will supply
signals from FM and other audio sources. If you
own an audio system comprised of separate
components, connect the LINE IN jacks of the
Model 5220 to the tape output jacks of your
preamplifier.

LINE OUTPUTS AND OUTPUT LEVEL
CONTROLS

Connect the OUTPUT to the tape monitor input
jacks of your receiver.

The LEVEL controls located next to the output
jacks determine the wvolume output of each
channel. They operate the same as a volume
control, and can be turned with a screwdriver. The
purpose of these adjustments is to match the
output level of the Model 5220 to the input
sensitivity of the tape monitor circuits in your
receiver. When the LEVEL controls are properly
adjusted, the volume through your speakers will
remain constant as the tape monitor is switched
in and out. Of course, you can't make these
adjustments until the system is set up, so for the
present time, the LEVEL controls should be set
approximately one quarter turn above the mini-
mum volume setting.

AC POWER SOURCE CONNECTION

With the POWER switch set to the OFF (out)
position, plug the AC line cord into an AC outlet
providing the proper voltage.

CAUTION: DO NOT PLUG THE MODEL 5220
INTO A DC OUTLET, AS SERIOUS
DAMAGE WILL OCCUR.

|f your receiver has a switched AC outlet on its
rear panel, you may find it convenient to plug the
Model 5220 into that outlet.

Now that you have connected your Model 5220
to your receiver and external tape recorder, you
are doubtlessly eager to try it out. So, the
following section will outline a simplified operat-
ing procedure to follow so you can begin record-
ing and listening to your new Stereo Cassette
Deck immediately. After becoming familiar with
the Stereo Cassette Deck, you may take full
advantage of its many features and operating
versatility.



OPERATING INSTRUCTIONS

First, set the controls and switches on the Model
5220 as follows:

POWER Switch OFF {out)
TAPE TRANSPORT Controls STOPPED
DOLBY NR Switch OFF (out)
DOLBY FM-OFF Switch {in)
DOLBY FM-ON Switch {out)

BIAS/EQ SELECTOR Switches Depress button that
matches kind of tape

used.
LIMITER OFF (out)
ALL LEVEL Controis Minimum (to left)

After setting the controls and switches, record on
a blank cassette as follows:

1. Depress the POWER switch. The meters will
illuminate, indicating the unit's power is on.
If they don't, check to make sure the power
cord is plugged in. Turn on the source
equipment (receiver, turntable, etc.)

2. Before inserting the cassette, take up the slack
of the tape to prevent it from becoming
entangled around the capstan. Twist the tape
hub inside the cassette with your fingernail or
with a pencil. (See Figure 4.)

3. Depress the EJECT button fully to open the
cassette compartment and raise the cassette
holder.
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Figure 3. Tape Transport Controls










































