SERVICE MANUAL

"FM/AM STEREO TUNER

SANSUI T-80/60

Sansui
SANSUI ELECTRIC CO., LTD.

SPECIFICATIONS

<T-80/T-60>
FM Section

Tuning range . . . .
Usable Sensitivity

T-80/60

. 8810 108 MHz

Mono IHF . . 10.8 dBf (1.9 uV: T100)
DIN. . 1.0 wv
Stereo IHF 21.0 dBf .
50 dB Quieting Sensitivity
Mono 15.0 dBf
Stereo 37.0 dBf
Signal to noise ratio at 65 dBf
Mono . 72dB
Stereo . . .- 68 dB
Distortion at 65 dBf
Mono . ...... less than 0.2 % at 1,000 Hz
Stereo . ... ... less than 0.25 % at 1,000 Hz

Alternate channel selectivity (at 400 kHz)

Stereo separation
Frequency response

. 60dB

40 dB at 1,000 Hz
30 ro 15,000 Hz
+1.0dB, -2.0dB

Antenna input impedance

AM Section

Tuning range

Signal to noise ratio
image response ratio

Others

300 ohms balanced
75 ohms unbalanced

530 to 1,600 kHz

45 dB
45 at 1,000 H7

Output voltage and impedance

Power requirements

775 mV/2.2 kilohms
110 ~ 120,220 ~ 240 V
50/60 Hz

For US.A. and Canada

Power consumption

Weight ... .......

Dimensions . . . . .

120 V (60 Hz)

13 W (T-60)

19 W (T-80)

4.1 kg (9.0 Ibs) net

5.1 kg (11.2 Ibs) packed (T-60)
4.8 kg (10.6 1bs) net

5.8 kg (12.8 Ibs) packed (T-80)

. 430 mm (16-15/16") W

147 mm
251 mm

5-13/16") H
9-15/16") D

Design and specifications subject to change withou
notice for improvements.

In order to simplify the explanation illustrations mas
sometimes differ from the originals.
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T-80/60

1. BLOCK DIAGRAM
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2. ADJUSTMENT

2-1. FM Adjustment (See Top View on Page 8)
Note: 1. Selector .. ...............
2. FM MODE/MUTING Switch . .

(1) FM IF, RF Adjustment and Dial Calibration
e Before making adjustments of steps 2 ~ 5, run the unit for more than 2 minutes and
make the dial pointer go round on the dial scale at once by tuning knob.
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SCOPE

FEED SIGNAL MEASURE
STEP SUBJECT FROM To OUTPUT ADJUST ADJUST FOR REMARKS
1. | IF Coil Adj. Output 80 dB Jwo3 Point A F-3130 | TO1 Max. IF waveform
In case of using | Genescope F-3130 F-3130
Genescope
IF Coil Adj. 98 MHz ANT Voltage between | Same as above Max. Indication Chassis
In case of using | ANT Input 20 dBf terminal | Point A and of DC volt meter
FM SSG & (14.8 dB), 1 kHz 3009 chassis Meter Range o PeintA
DC volt meter | (100% MOD) FM SSG DC voit meter 3V =
2. | Discriminator | Output 80 dB Same as JW63 F-3130 T02,T03 Steep linearity of
Coil Adj Genescope ahove F-3130 S curve
I in case of using ake symmeiricai ‘ s
Genescope S curve v
No Input Voltage between | T02 DCOV +0.1V
TP02 & TPO3 F-3130
F-3130
Discriminator |98 MHz ANT OUTPUT T02,T03 & TO1 Min. THD
Coil Adj. ANT Input 65 dBf terminal  [L-CH or R-CH F-3130
In case of using | (59.8 dB), 1 kHz 3000 Dist Meter
Dist meter (100% MOD) FM SSG VTVM & Scope
No Input Voltage between | T02 DCOV 0.1V
TPO2 & TPO3 F-3130
F-3130
3. |AFC Voltage No Input Voltage between [ VR03 bDC7V Note:
j. TM20 & TM25 | F-3000 As for T-80, steps
<T-80 Only> F-3130 3, 4 & 5 should be
performed after
4. | 106 MHz No Input Dial Pointer Tuning knob 106 MHz grounding the collec-
Dial tor of T| n
Calibration Indication of TC03 106 MHz F-3000
<T-80> Display unit F-3130
106 MHz 106 MHz ANT Dial Pointer Tuning knob 106 MHz
ial ANT Input 0 dBf terminal
Calibration (—5.2dB), 1 kHz 3000 OUTPUT TCO3 Max. Output
<T-60> (100% MOD) FM SSG L-CH or R-CH F-3130
VTVM & Scope
5. 90 MHz No Input Dial Pointer Tuning knob 90 MHz
Dial
Calibration Indication of Lo4 90 MHz
<T-80> Display unit F-3130
90 MHz 90 MHz ANT Dial Pointer Tuning knob 90 MHz
Dial ANT Input 0 dBf terminal
Calibration (—5.2dB), 1 kHz 3009 OUTPUT L04 Max. Output
60> (100% MOD) FM $5G L-CH or RCH F-3130
VTVM & Scope
6. | 106 MHz 106 MHz ANT OUTPUT TcCo1, TC02 Max. Output
RF Adj. ANT Input Minimum terminal | L-CH or R-CH F-3130
value with sine wave 3000 VTVM & Scope
1 kHz (100% MOD)
FM SSG
To be continued>
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