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how

STEREO

works

1 Two separate microphones are placed at opposite sides of the or-
chestra. 2 The separate signals from the microphones are recorded
on two separate sides of a record groove. 3 The stereo cartridge senses
the two signals, separates them and feeds them into a dual stereo
amplifier. 4 The amplifier strengthens the weak signal from the car-
tridge and provides you with controls to tailor the sound to your
room and your cars. 5 The two separate signals are fed into two
speakers placed at opposite sides of your room. This gives you 3-D
sound . . . two slightly different sound pictures, one for each ear, that
create a dimensional effect. 6 As an alternate system the sound can be
fed from the two microphones to an FM multiplex stereo station.
7 These sterco signals are then picked up by an FM multiplex tuner
and fed to the stereo amplifier.
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INSTRUCTIONS FOR THE MODEL 296
100 WATT COMPLETE DYNAURAL STEREOPHONIC
AMPLIFIER

The 296 is a complete two-channel stereo amplifier consisting of dual
50 watt power amplifiers and dual preamplifiers on a single chassis.
Conservatively designed and skillfully constructed, this amplfiier will
bring you years of trouble-frecc performance.

The 296 is extremely flexible and offers a wide varicty of operating
features, including the famous H. H. Scott Dynaural Rumble Sup-
pressor. Careful reading of this booklet will enable any member of
the family to operate the 296,

INSTALLATION

The 296 can be placed on a table or bookshelf, in existing furniture
like an end table, buffet, or room divider, or in a specially designed
equipment cabinet. A handsome oil finished wood accessory case is
available from your dealer in finishes to blend with your decor.

Wherever the 296 is placed, adequate
provision should be made for ventilation. If
this is not done, the life of the internal com-
poncents will be appreciably shortened. By
adequate ventilation we mean some space
above and behind the unit where air may
circulate freely, or, if it is installed in a
cabinet, an open back. Remember that this
model draws about 200 watts of electricity,
and if you placed a 200 watt bulb in a cabi-
net, you would need a fair amount of mov-
ing air to keep it from getting too warm.,

To help disperse heat rapidly, the 296
employs aluminum in the construction of
the chassis and panel. Aluminum is an ex-
ccllent conductor of heat. Therefore, the panel may seem warm to the
touch. As long as the unit is adequately ventilated, this is not of any
consequences.

— 2































































