**Instructions for Upgrading**

The screen shown in the example may differ from the actual screen. The actual screen may be changed without notice for performance and function improvements.

- **Read the entire manual before upgrading the program of your navigation system.**

**Models to be Upgraded**

This disc can upgrade the program of the following models:

- AVIC-N2, AVIC-N1

**Manual Overview**

This manual is a supplement which should be read before you make sure that it will be enough after upgrading AVIC-N2, AVIC-D1 by using CDROM/DVD.

For customers using AVIC-N2, AVIC-D1

The standards other than those described in this manual have been designed so that the time you purchased the hardware, use the operation manual and DVD set you purchased from the dealer is the hardware package for your primary reference.

For customers using AVIC-N1

By upgrading AVIC-N1 with this disc, many changes will have been made to the AVIC-N1 configuration. For the operations other than those have been described in the manual, refer to the Pioneer manual for AVIC-N2 and use it as your primary reference.

**About the Data for the Map Database**

The database was developed and recorded up to March 2005. The data is the latest available information as of the time you purchased the hardware. Use the operation manual and DVD set you purchased from the dealer is the hardware package for your primary reference.

**License Agreement**

This disc contains copyrighted material of Tele Atlas. You may not reproduce, transmit, rent, lease, sell, modify, download, translate, reverse engineer, decompile, disassemble, or transmit any part or the whole of this map in any form or manner.

**Indemnification by You.**

You agree that in the event of termination of the Agreement, you shall indemnify, defend, and hold harmless Tele Atlas and its suppliers from and against any and all claims, demands, damages, liabilities, costs, and expenses, including attorneys fees, arising out of the use of or inability to use this software.

**Warranty Disclaimer.**

The software is provided to you “AS IS” and without warranty of any kind, express or implied.

**3. LIMITATION OF LIABILITY**

Tele Atlas, its licensors and suppliers shall not be liable in the aggregate for any amount exceeding the price paid by you for the enclosed Pioneer software.

**Miscellaneous.**

The software and related documentation are provided to you “AS IS” and without warranty of any kind, express or implied.

**Product registration**

Visit us at the following site:

http://www.pioneerelectronics.com

1. Register your product. We will keep the details of your purchase on file to help you refer to this information in the event of an insurance claim such as a theft.

2. Receive updates on the latest products and technologies.

3. Download owner’s manuals, order product catalogues, research new products, and much more.

4. Get valuable notices of software upgrades and software updates.
Revised Points through this Upgrade

If you upgrade your navigation system by this disc, the system will have the following changes.

Renewed Map database

The map database will be added.

Wide variety of facility information

For Points of Interest (POI) search

You can search your destination from all areas.

Search for Points of Interest (POI)

The name of the touch key will be changed from “ESC” to “HIDE”.

Renewed Points through this Upgrade

The screen images used in this section are AVIC-N1, AVIC-N2:

1. Park your vehicle in a safe place.
2. Remove the current disc.
3. Insert the new Pioneer DVD Map Disc into the appropriate slot.
4. Press the NAVI/AV button to change the navigation screen.

How to Upgrade Your Navigation

The program is installed in the navigation system using the application disc. When installing the program, you carry out the following operations.

1. When the upgraded program has been found, installation of the program starts immediately.
2. If you cannot insert a disc completely or if an inserted disc is not recognized, check that the label side of the disc is up. Press the OPEN/CLOSE button to eject the disc, and check it for damage before inserting the disc again.
3. Press and hold the DVD-ROM EJECT button to open the LCD panel and then press the OPEN/CLOSE button.

– Some POI information may not be accurate or complete.
– Approximately 11 million POIs are included in this database as of January 2005.
– The appearance of the navigation menu and AV source will change as follows.

Renewed POI icon

Source icon

Some of “ESC” touch key (except for AVIC-D1)

Renewed point in the MP3 operation screen (except for AVIC-D1)

Some facilities icons used in “Overlay POI” will be changed.

Some POI information may become inaccurate through the passage of time.

The file extension (.mp3) will be displayed after a track in the track list display and detail information display.

The file extension (.mp3) will be displayed after a touch key.

The folder icon has will be added to the “Overlay POI”.

The name of the touch key will be changed from “ESC” to “HIDE”.

Assuming that the file name is long.)

When the file extension (.mp3) is long, the folder icon will appear in front of it.

– Some facilities icons used in “Overlay POI” will be changed.

When the installation is complete, the opening display appears.

To set the time difference, touch “+” or “–”.

Time difference

The time difference between the time originally set in the navigation system (Pacific Time) and the actual time at your current location of your vehicle is shown. If necessary, adjust the time difference. Touching “+” or “–” changes the time difference display in one-hour increments. The time difference can be set within +5 to –5 hours.

10 If necessary, set to summer time.

The daylight saving time (DST) is off by default. Touch “Summer Time” to change the time if your vehicle is shown. After that, the display below appears:

To complete the setting, touch “End”.

The map of your surroundings appears.

HOW TO SET THE TIME DIFFERENCE

1. Touch “Time Difference”.

2. Touch “+” or “–” or use the rotary encoder to select the time difference.

3. Touch “OK”.

4. The setting is confirmed and the display returns to the main menu.

To change the setting, touch “End” and return to the main menu.